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Make: Model: Unit: 

Date: Time: Hour Meter Reading: 

Items Good Deficient 

Inspect decals and placards for damage and legibility   

Inspect and test outrigger interlock system   

Check operation of all power and function controls   

Inspect for damaged, loose or missing parts   

Inspect hydraulic components for leaks and damages   

Check hydraulic oil level   

Check cables and wiring for frays, abrasion or physical damage   

Check that all structural and other critical components are present and all 
fasteners and pins are in place and properly tightened 

  

Inspect lifting chains for proper adjustment   

Inspect lifting chains and idler wheels for damage and proper operation   

Inspect sequencing cables for damage and proper operation   

Inspect and clean battery terminals and all battery cable connections   

Inspect work area for the following: 

Drop offs or holes, including those concealed by water, ice, mud, etc.   

Slopes   

Bumps, floor obstructions, and electric cables   

Debris   

Overhead obstructions   

Electrical conductors   

Hazardous locations and environments   

Surfaces inadequate to sustain the ground-bearing pressures imposed by 
equipment in all operating configurations 

  

Wind and weather conditions   

Presence of other personnel and other mobile equipment   

Yearly Inspection within last 12 months?   YES   NO                             Frequent Inspection within last 3 months?    YES    NO 

Note: Check placards – all placards and instructions on machine should be secured and legible. 

Comments: 
 
 

Checked By (print): 
 

Signature: Date: 

 


